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SUPS7515
3" Plastic Subwoofer Speaker Unit

SUPS7515
Data Sheet

Mechanical Drawing
(Nominal Dimensions, mm)

The SUPS7515 is a 3-inch 4ohm 15Watt subwoofer speaker with 
powerful ferrite motor.

Features:
• Easy and convenient installation method. 
• Ultra-slim and protective design.
• Specially optimized to work with Wondom JAB & KAB board 
   which is suitable for caravan, car audio & gaming machine.
• Multi-mount solutions.     
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Note: All views are not 1:1 scale
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Silicon Rubber Details

UL2468 22 AWG Red

UL2468 22 AWG 
Black

JAM RV Connector RV42-02M
Housing (742411-2MAC Pin
Terminal)

Perspective: Front

Perspective: Back
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SUPB7615 Specifications

Table Mounting Application
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Special Accessories

Specifications
Resonance Frequency [fs]
Rated Power Input 

55Hz
15W
30W
5.57Ω at 1kHz
4.01Ω
36.07Ω
3.65Ω
0.491mH at 1kHz
25.5mm
633g
80dB

Max Power Input
Normal Impedance [Zn]
Minimum Impedance [Zmin]
Maximum Impedance [Zmax]
DC Resistance [Re]
Voice Coil Inductance [Le]
Voice Coil Diameter
Unit Weight 
Sensitivity (2,83V/1m)

Wood Surface Mounting

Metal Surface Mounting

Notes:
1. 3D model is provided for free in our resale website www.sure-electronics.com.
2. These special accessories are for sale and not a standard accessory, customer can find in our website.

M6 Customized 
Socket Head 

Screw
Nylon 

Washer
6mm 

Wrench

ST6.3 Customized 
Socket Head Self 

Tapping Screw
Female PH 2 to RV 

Connector Extension Cable
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Frequency Response

Impedance Curve
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MOQ and SPQ is 1pc speaker per small cardboard box 
for retail, incremental is one SPQ 1pc.
MOQ and SPQ is 8pcs small cardboard box per carton 
(530x290x230mm) for wholesale, incremental is one 
SPQ 8pcs
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